
SECTION II
CORRECTIONS TO C. G. LIGHT LIST, VOLUME I LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

3302 Penobscot Bay Buoy 2 Red.

* 8/02

Belfast Harbor

4445 Steels Ledge Lighted
Bell Buoy 2
South of 14 foot spot

Fl R 4s 4 Red. Replaced by nun when
endangered by ice.

* 8/02

4560 Alden Rock Isolated
Danger Buoy DAR
35 yards, 212° from
4-foot spot.

43 55 21 N
69 04 01 W

Black and red with two
black spherical topmarks.

* * 8/02

*10952 USS Constitution
Regulatory Buoy A

White and Orange. Private aid.

8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

65 Steel Pier Wreck
Buoy WR2
Marks remains of old
steel pier.

39 21 22 N
74 25 02 W

Red nun. Maintained from Apr. 1 to
Oct. 1.

* * 8/02

1950 Fortescue Directional
Light

Remove from list.

* 8/02

4055 - Channel Buoy 55 40 06 35 N
74 50 04 W

Green can.

* 8/02

4060 - Channel Lighted
Buoy 56

40 07 26 N
74 49 34 W

Q R 3 Red. Replaced by nun when
endangered by ice.

* * 8/02

4070 - Channel Lighted
Buoy 58

40 07 35 N
74 49 22 W

Fl R 2.5s 3 Red. Replaced by nun when
endangered by ice.

* * 8/02

4075 - Channel Lighted
Buoy 60

40 07 38 N
74 48 56 W

Q R 3 Red. Replaced by smaller LIB of
reduced intensity from Dec. 15
to Mar. 15.

* * 8/02

4095 - Channel Lighted
Buoy 65

Q G 3 Green. Replaced by smaller LIB of
reduced intensity from Dec. 15
to Mar. 15.

* 8/02
II-3.1

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
4270 - Channel Lighted
Buoy 91

Fl G 4s 3 Green. Replaced by LIB from Dec. 15 to
Mar. 15.

* 8/02

11580 - Channel Lighted
Buoy 9
75 feet outside
channel limit.

Fl G 4s 3 Green.

* 8/02

Upper Potomac River

17865 - Lighted Buoy 11 Fl G 4s 3 Green. Replaced by LIB of lower
intensity from Dec. 1 to
Mar. 15.

* 8/02

18395 - Channel Lighted
Buoy 71

Fl G 2.5s 3 Green. Replaced by LIB of lower
intensity from Dec.15
to Mar. 15.

* * 8/02

Piscataway Creek

18515 - LIGHT 2 38 42 26 N
77 02 19 W

Fl (2) R 5s 15 3 TR on pile. Light equipment removed from
Dec. 1 to Mar. 15.

* 8/02

23490 - Lighted Bell Buoy 12 Fl R 4s 3 Red. Replaced by lighted buoy of
lower intensity from Dec. 1 to
Mar. 15.

* 8/02

23630 - Channel Lighted Bell
Buoy 7

Fl G 2.5s 3 Green. Replaced by LIB of lower
intensity from Dec. 1
to Mar. 15.

* 8/02

23660 - Channel Lighted
Buoy 14

Fl R 2.5s 3 Red. Replaced by lighted buoy of
lower intensity from Dec. 1
to Mar. 15.

* 8/02

23680 - Lighted Bell Buoy 1 38 12 21 N
75 55 55 W

Fl G 4s 3 Green. Replaced by lighted buoy of
lower intensity from Dec. 1
to Mar. 15.

* * 8/02

23690 - Channel Lighted
Buoy 4

Fl R 6s 3 Red. Replaced by lighted buoy of
lower intensity from Dec. 1
to Mar. 15.

* 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.2

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
APPROACHES TO BALTIMORE HARBOR (Chart 12278)

Shallow Creek

26950 - LIGHT 1SC 39 11 59 N
76 26 04 W

Fl G 4s 15 3 SG on pile.

* 8/02

27085 - Buoy 10 Remove from list.

* 8/02

29425 - Lighted Buoy 19 Q G 3 Green.

* 8/02

35500 - LIGHT 126 Q R 15 3 TR-TY on multi-pile structure.

* * 8/02

35545 - Lighted Buoy 132 Fl R 2.5s 3 Red with yellow triangle.

* * 8/02

36045 - LIGHT 275 Fl G 4s 15 3 SG-SY on pile.

* * 8/02

36275 - LIGHT 340 Fl R 2.5s 15 3 TR-TY on multi-pile structure.

* * 8/02

36335 - LIGHT 359 39 09 07 N
74 42 28 W

Fl G 4s 15 3 SG-SY on pile.

* 8/02

36395 - LIGHT 377 39 06 20 N
74 44 44 W

Fl G 4s 15 3 SG-SY on pile.

* * 8/02

36430 - LIGHT 386 39 05 32 N
75 46 01 W

Fl R 4s 15 3 TR-TY on pile.

* * 8/02

36450 - LIGHT 392 Fl R 4s 15 3 TR-TY on pile.

* 8/02

36610 - LIGHT 445 Fl G 4s 15 3 SG-SY on pile.

* * 8/02

36625 - LIGHT 449 39 00 25 N
74 49 24 W

Fl G 4s 15 4 SG-SY on pile.

* 8/02

36645 - LIGHT 454 Fl R 4s 15 3 TR-TY on pile.

* * 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.3

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
38505 -LIGHT 36 Fl R 4s 15 3 TR-TY on pile.

* * * * 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

1235 Capri Pass Approach
Light

25 58 36 N
81 44 06 W

Fl W 10s 90 17 Building. Light obscured from 280° to
030°.

* 8/02

*9645 Entrance Channel
Lighted Buoy 12

Fl R 4s Red.

8/02

9710 - Entrance Channel
 Lighted Buoy 20

28 24 43 N
80 37 18 W

Fl R 4s 3 Red.

* 8/02

9980 - Turning Basin
 Lighted Buoy A

27 27 29 N
80 19 14 W

Fl Y 4s 3 Yellow.

* 8/02

16970 -LIGHT 6 Fl R 2.5s 16 3 TR on pile.

* * * * 8/02

19990 - LIGHT 5 Fl G 4s 20 5 SG on pile.

* 8/02

22335 OLD QUARANTINE PIER
LIGHT

27 35 55 N
82 45 26 W

Fl W 4s 16 5 On pile.

* * * 8/02

30755 - Lighted Buoy 1 Remove from list.

* 8/02

30760 - Lighted Buoy 2 Fl R 2.5s 3 Red.

* 8/02

30765 - Lighted Buoy 3 18 28 18 N
66 07 36 W

Fl G 2.5s 4 Green.

* * * 8/02

30775 - Lighted Buoy 5 18 28 10 N
66 07 38 W

Fl G 4s 3 Green.

* * 8/02

30780 - Lighted Buoy 6 Q R 3 Red.

* 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME II LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.4

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
30790 - Lighted Buoy 7 Q G 4 Green.

* 8/02

*30795.1 Lighted Buoy 9 Fl G 2.5s Green.

8/02

30800 - Lighted Buoy 10 Fl R 4s 4 Red.

* 8/02

CHARLOTTE HARBOR TO TAMPA BAY (Chart 11425)

Charlotte Harbor

Gasparilla Sound Channel

56510 - LIGHT 1 26 44 24 N
82 15 00 W

Fl G 2.5s 16 4 SG-SY on pile.

* 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

*Add Heading:
*Windmark Beach

*3146 -East Channel Daybeacon 1 29 50 44 N
85 20 04 W

SG on pile. Private aid.

8/02

*3146.2 -East Channel Daybeacon 3 SG on pile. Private aid.

8/02

*3146.3 -East Channel Daybeacon 4 TR on pile. Private aid.

8/02

*3146.4 -Middle Channel Daybeacon 1 29 50 53 N
85 20 13 W

SG on pile. Private aid.

8/02

*3146.5 -Middle Channel Daybeacon 2 TR on pile. Private aid.

8/02

*3146.6 -Middle Channel Daybeacon 3 SG on pile. Private aid.

8/02

*3146.7 -Middle Channel Daybeacon 4 TR on pile. Private aid.

8/02

*3146.8 -West Channel Daybeacon 1 29 50 59 N
85 20 17 W

SG on pile. Private aid.

8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME III LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.5

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
*3146.9 -West Channel Daybeacon 2 TR on pile. Private aid.

8/02

9485 - Daybeacon 4 TR on pile. Ra ref.

* 8/02

10905 - LIGHT 76 Fl R 4s 17 4 TR on pile. Ra ref.

* 8/02

13710 ST SERVICES DOCK
LIGHTS (2)
RDB mile 101.3

29 54 45 N
90 08 17 W

Fl G 2.5s On Dock. Private aid.

* * * * 8/02

15000 - LIGHT 14 29 08 42 N
89 24 54 W

Fl R 4s 17 3 TR on pile. Ra ref.

* 8/02

15012 - LIGHT 19 Fl G 4s 17 3 SG on pile. Ra ref.

* 8/02

15020 - LIGHT 22 29 09 06 N
89 23 54 W

Fl R 4s 15 3 TR on pile. Ra ref.

* 8/02

15100 - Daybeacon 39 SG on pile. Ra ref.

* 8/02

15115 - Daybeacon 42 TR on pile. Ra ref.

* 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks

14978 Toe Island Lighted Buoy 1 45 28 57 N
122 40 09 W

Fl G 4s 3 Green.

* 8/02

Willamette River

14980 Stevens Point Buoy 2 45 28 39 N
122 40 06 W

Red nun.

* 8/02

14985 Stevens Point Buoy 4 45 28 24 N
122 39 59 W

Red nun.

* 8/02

15003 - Bouy 8 45 26 26 N
122 38 46 W

Red nun.

* 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME IV LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.6

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.



SECTION II
*Delete Headings:
*WILLAMETTE RIVER (Portland to Newberg) (Chart 18528)
*Elk Rock

15005 - Buoy 10
Marks edge of rock
ledge.

45 26 20 N
122 38 51 W

Red nun.

* 8/02

15010 - Buoy 12 45 26 18 N
122 38 56 W

Red nun.

* 8/02

15025 - ISLAND LIGHT 13 45 26 13 N
122 38 58 W

Fl G 4s 35 4 SG on skeleton tower.

* 8/02

15040 Oswego Rock Daybeacon 45 24 42 N
122 39 31 W

NW on pile structure
worded DANGER ROCKS.

* 8/02

15045 Thesing Range Front
Daybeacon

45 25 31 N
122 39 19 W

KRB on bridge foundation.

* 8/02

15055 WILLAMETTE RIVER
LIGHT 14

45 24 08 N
122 38 39 W

Fl R 4s 18 4 TR on skeleton tower.

* 8/02

15065 STARKWEATHER LANDING
LIGHT 17

45 23 34 N
122 37 33 W

Fl G 6s 21 5 SG on white house. Higher intensity beam down
channel.

* 8/02

15070 JENNNGS LODGE LIGHT 19 45 23 13 N
122 37 18 W

Fl G 4s 30 4 SG on white skeleton tower. Higher intensity beam down
channel.

* 8/02

15115 - Buoy 12 45 19 16 N
122 39 52 W

Red nun. Maintained from May 15 to Nov.
15.

* 8/02

15120 - Buoy 13 45 18 41 N
122 39 50 W

Green can. Maintained from May 15 to Nov.
15.

* 8/02

15540 - BAR RANGE FRONT
LIGHT

46 55 50 N
124 09 33 W

Q R 25 KRB on skeleton tower.
15

Visible 4° each side of rangeline.
Lighted throughout 24 hours.

* * 8/02

15545 - BAR RANGE REAR LIGHT
500 yards, 039.3° from
front light.

Iso R 6s 65 KRB on skeleton tower.
46

Visible 1.5° each side of
rangeline.

Lighted throughout 24 hours.

* * 8/02

CORRECTIONS TO C. G. LIGHT LIST, VOLUME VI LIGHT LIST, 2001

(1)
No.

(2)
Name and Location

(3)
Position

(4)
Characteristic

(5)
Height

(6)
Range

(7)
Structure

(8)
Remarks
II-3.7

Note: Asterisks (*) indicate that column(s) in which a correction has been made or new information added.
Denotes a new entry when preceding the station number.


